power cora.

Important: Failure to cut at the marked interval will result in damage to your rope lights.

Power Cords & Connectors
Power cords connect your rope lights to a standard wall outlet.

Caution: Never attempt to install accessories while your rope lights are plugged in.

First connect the power connector to the power cord and
tighten the threaded fastener. This makes for easier handling
on the next step.

Slide the threaded fastener onto the piece of rope light to be
connected. Now firmly push the sharp prongs of the power
connector into the wires on the exposed end of rope light until
it stops.

Tighten the threaded fastener securely.

Optional: Seal with PVC vinyl adhesive for extremely wet areas.

Applying End Caps
End caps are required to terminate a run of rope lights.

Cover the termination end of the rope light run with an end
cap.

Simply press the end cap on the exposed end of rope light
until it stops.

Optional: Seal with PVC vinyl adhesive for extremely wet areas.

Using Inline Splice Connectors
Splice connectors are used to connect or lengthen two pieces of rope lighting or for repairing a burned
out section.

First slide the threaded fasteners on both sections of the rope
light to be connected.

Firmly press the sharp pins into the wires of one section of the
rope light and tighten the threaded fastener.

Repeat this process for the other section.

Optional: Seal with PVC vinyl adhesive for extremely wet areas.

Using Invisible Splice Connectors
Invisible splice connectors are similar to in line splice connectors with a much less noticeable joint.

Slide the shrink tubing over one section of the rope lights you
are about to join. Now push the pins of the connector into
both ends of rope light and slide the shrink tubing so that it
covers the connection evenly.

Use a hairdryer or heat gun to apply heat to the shrink tubing
and allow it to tighten over your splice and create a seal.

The finished joint is nearly invisible.

Installing T Connectors
T connectors are used to add a 2 separate sections of rope lighting perpendicular to another piece of
rope light.

To apply a T Connector you first need to slide your threaded
fastener over the exposed end of rope light. Then press the
sharp pins of the T connector into the wires of the rope light
until it stops. Tighten the threaded fastener securely.

Repeat the same steps for the other two sides of the T
connector.

Optional: Seal with PVC vinyl adhesive for extremely wet areas.

Mounting Your Rope Lights

For mounting instructions please click here

Accessories For Mounting Rope Lights

Rope lights can be mounted using a variety of methods. The most common methods are mounting clips, clear
mounting track, suction cup mounts, and zip ties.

NOTE: You should not use adhesives directly on the rope light itself as they may break down the PVC tube.

Mounting Clips can be screwed or glued to the mounting surface in a
predetermined interval. The rope lights then snap into the clips fixing the
rope light in place.

Clear Mounting Track can be used for a more professional look which will
support an entire run of rope light giving you the straightest run possible. Use
a good adhesive or screws to mount the track and then simply push the rope
lighting into the track.

Suction Cup Mounts are the perfect solution for attaching rope lights to
windows or any other flat surface. Install the zip tie with suction cup clip on
the rope light then press the suction cup firmly against the mounting surface.

Zip Ties are an easy, inexpensive way to secure rope lights to poles or other
small mounting surfaces. Simply wrap the zip tie around both the rope light
and mounting surface then tighten.



